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MULTI-PURPOSE 


The D522 is a highly versatile, high-speed data 
communications terminal and much more -- It is the 
keystone of a complete data exchange and data 
conditioning system. The D522 Is the natural com¬ 
panion to today’s electronic data processing 
systems—powerful and completely modular across 
the full span of data processing functions—the first 
truly multi-purpose data terminal. 

FOR DATA COMMUNICATIONS, the D522 operates 
with all line services, from Teletype to Telpak, at 
full speeds. 

FOR DATA CONDITIONING, the D522 can translate 
and format data in a multiplicity of codes. 

FOR DATA EXCHANGE, the D522 collects and 
transfers data among the full range of data 
processing equipment—through communications 
lines or completely off-line. 

The D522 grows with user needs In modules, on the 
building-block approach. It will bring operating 
economies at all systems levels, by 

■ full utilization of data communications lines 

■ replacement of a number of special-purpose 
terminals 

■ replacement of satellite data processing equipment 
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DATA EXCHANGE 

The D522 Data Terminal 
is remarkable in its ability 
to exchange data 
between a great variety 
of input/output devices 

■ between central and 
remote locations 

■ within one location 

The D522 can act as the core 
of a data collection network. 


The D522 can control output at 
remote locations. 


THE MODULAR BUILDING BLOCK 

APPROACH 

The Keystone 

The D522 starts out as a magnetic tape 
terminal, sending or receiving at line speeds, 
and equipped with 1024 character core 
memory and controls, at a base price of 
$1240 monthly ($54,500 purchase). 

Expansion 

Modest expansion of the D522 might add a 
Digitronics Dial-o-verter D401, a 300 line 
per minute printer to operate from remote 
magnetic tape input and to provide off-line 
tape to printer conversion. Further additions 
might involve 

■ a Dial-o-verter D512 punched card 
transmitter/reader (up to 400 cards per 
minute) 

■ a Dial-o-verter D507R punched tape 
receiver (up to 100 characters per second) 

■ a Dial-o-verter D507S punched paper tape 
transmitter (up to 300 characters per 
second) 

Greater Versatility 

The above examples only hint at the 
versatility of the D522 Data Terminal. A great 
variety of Digitronics Dial-o-verter high 
and low speed devices is available for all 
needs. Not only is the D522 fully compatible 
with all Dial-o-verter terminals, but It Is also 
fully compatible with terminal and input/ 
output equipment of IBM, Univac, RCA and 
other manufacturers. 


The D522 can act as an off-line 
data converter. 


■ It performs all the 


D522 BUILDING-BLOCK OPTIONS 

■ Dial-o-verter paper tape receivers and 
reader modules 

Read at 150,300 or 600 characters per 
second 

Punch at 100 characters per second 

■ Dial-o-verter printer modules at 300, and 
1250 lines per minute 

■ Dial-o-verter card reader module 

Reads at 400 cards per minute 
Transmits at 151 to250 cards per minute 


work needed for the 
computer to operate at 
Its maximum input/ 
output speeds 

■ It replaces expensive 
off-line satellite 
equipment 

■ It is fast and accurate 
in getting data from 
one place to another 

The D522 is the ideal 
companion to a modern data 
processing system. 


higher speed transmission available 

■ Fixed Code Translator, for operation In a 
code other than BCD 

■ Controlled Card Translator, for multiple 
code translation 

■ Broadband Subset Coupler, for switching 
between voice and broadband lines 

■ Interlaced Memory, for higher speed 
on-line printing rate 

■ Compatibility with non-standard terminals 
and Input/output equipment of other 
manufacturers 

■ Dual Density Magnetic Tape Handler 









The heart of the D522 is a high-speed, solid-state, 
data communications terminal. It transmits and 
receives on computer-compatible magnetic tape, at 
speeds limited only by available lines and the 
remote terminal devices. All standard telephone 
services (such as the Bell System’s DataPhone 
series) can be used by the D522. Broadband trans¬ 
mission services (such as Telpak) break the 300 
character a second barrier and make it possible for 
the D522 to transmit at 60,000 characters a second 
or more. 

FULL UTILIZATION The D522 can minimize line and 
transmitter time lost to “turnaround” for acknowl¬ 
edgement and error signalling. “Reverse Channel” 
coupler feature performs these functions with 
substantially reduced transmission delay. Economic 
use of communications lines and equipment is a 
prime objective of the D522. Lines need only be paid 
for when used, and where private or wats lines are 
available for voice communications, the D522 can be 
used off-hours at no additional cost. 

ERROR PROTECTION Error checking and correction 
is built into the D522 Data Terminal. These guard 
against loss of a record and against character errors 
within a record. Retransmission occurs whenever 
these conditions are detected. Read* after- write error 
detection is built into the magnetic tape handler 
REMOTE CONTROL Remote control of receiving 
terminals is available. A remote printer, for example, 
can be turned on and off and print under the complete 
control of the D522. 


DATA CONDITIONING 


QThe D522 can accept and translate all tape, 
computer and data communications codes. 
OCoded characters are blocked and formatted 
during transmission or translation. 

QError checking on transfer or transmission is 
complete. 

Thus, the D522 can handle 5 to 8 bit teletype code, 
six bit BCD codes, 8 bit computer codes (double 
numeric), and the full ASCII code. 


















Dial-O-Verter Terminals compatible with the D522 Data Terminal ^ 




D520 Magnetic Tape Terminal 




D507R Paper Tape Receiver 
not illustrated: D512 Punched Card Transmitter 


For further information, full specifications and prices, contact 
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DIGITRONICS CORPORATION 

ALBERTSON, LONG ISLAND, NEW YORK Area Code 516, HT 4-1000 
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YES, I WOULD LIKE ADDITIONAL INFORMATION ABOUT ... * 


(please indicate specific data required) 
Please have your representative contact me. 

My application is_ 


Name 

Title 

Company 

Phone 

Address 

Extension 

Citv 

Zone State 


PLEASE 

DETACH AND MAIL THIS POSTAGE-PAID CARD 



























. . . on Digitronics products is enclosed. After 
you have had an opportunity to read it, you 
may require additional information. For that 
purpose we are attaching a postage-paid reply 
card. Simply detach the card, fill in the details 
and mail it back to us. 



BUSINESS REPLY MAIL 

No postage necessary if mailed in the United States 



Postage will be paid by 

i>XG-xa:'jEC. 09 a'xos ooxc.x». 

10 EAST 40th STREET, 

NEW YORK 16, N. Y. 


































DIGITRONICS 


DIAL-O-VERTER 
MAGNETIC TAPE TERMINAL 


The D522 Magnetic Tape Terminal is one of Digitronics' family of thoroughly tested, 
compatible data handling devices which offer accurate, reliable, high-speed data communications at low cost. 


The D522 can grow with user needs In modules on a “building block” basis. 

It starts out as a magnetic tape terminal, sending or receiving at full line speeds. It translates and formats 
data In a multiplicity of codes and it collects and transfers data between a great 
variety of input/output devices within one location or between central and remote locations. It acts as an 
off-line data converter and replaces expensive off-line satellite equipment. 

Expansion of the D522 could Include the addition of a high speed printer, a punched card transmitter and 
paper tape terminals. Facilities for the detection and automatic correction of errors are 
incorporated in the terminal to assure the Integrity of data. 


TECHNICAL INFORMATION BULLETIN 























D522 MAGNETIC TAPE TERMINAL 


TECHNICAL INFORMATION 




OPERATING CHARACTERISTICS SUMMARY 

Transmits To: D509 Paper Tape Receiver, D401 Printer 

Terminal, D522 Magnetic Tape Terminal 

Receives From: D507 Paper Tape Transmitter, D512 Serial 

Card Transmitter, D522 Magnetic Tape Terminal 

Telephone Lines: Dial or Lease 

Data Set: 202C or 201B 

Speed: Up to 300 cps depending upon the receiver and the 
data set used. Higher speeds on broad band facilities 
Codes: Transmits an image of the magnetic tape code or 
receives an image of the line code 

Error Detection: Vertical Parity, Longitudinal Parity, Modulo 
8 Block Count, Control Sequence Check, Overflow Control 
Error Correction: Automatic Retransmission, Automatic Read- 
After-Write 


Options: Fixed or Variable Code Translation, Paper Tape 
Imput, Paper Tape Output, Data Set Select, Alternate Data Set^ 
DATA-VERTER® Compatibility, 800 BPI, 7 or 9-Channel IBM 
Magnetic Tapes or RCA 333 BPI (581 Magnetic Tape) 

INSTALLATION INFORMATION 

Dimensions: 56"w x 60"h x 24"d 
Weight: Approximately 1,000 pounds 

Power Requirements: 115 volt, 3-phase, 5-wire power with 
30 amp service, including separate house ground. Power 
connector Is a Hubbell 45105 
Heat Dissipation: 18,000 BTU’s per hour 
Environmental Requirements: Temperature Range: 55°F to 
95°F ambient. Humidity Range: 40% to 70% 


DIGITRONICS FAMILY OF COMPATIBLE DIAL-O-VERTER TERMINALS 



EXPANDED D 522 | D509 D512 | D401 D50T D522 



DIGITRONICS CORPORATION 

ALBERTSON, LONG ISLAND, NEW YORK TEL: (516) 484-1000 


DIGITRONICS OFFICES 


Digitronics Corporation 
10 East 40th Street 
New York, N. Y. 


Digitronics Corporation 
29 North Wacker Drive 
Chicago, Illinois 


Digitronics Corporation 
Investment Building 
Pittsburgh, Pa. 


Digitronics Corporation 
704 South Spring Street 
Los Angeles, California 


Digitronics Corporation 
8555 16th Street 
Silver Spring, Maryland 
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